
take
look
another
(re)discover quality trunking solutions, 
perfect for every cabling job.

Order online at
cablecraft.co.uk/betaduct
or call us on 01582 606033

SIMPLY TRUNKING. MADE GREAT.



Betaduct. Simply trunking. made great.

We’ve re-engineered our Betaduct range, and 
relaunched with trunking that’s perfect for every 
cabling job, not just the specialist ones. And 
with everyday suitability, comes an everyday 
price and a huge increase in stock levels. 

It’s time to take a different 
view of the new Betaduct               
cable trunking range.



04  |  Betaduct PVC Cable Trunking Range

Take a closer look at the...
Betaduct PVC Trunking Range

RoHS
Compliant

REACH

PVC Open Slot PVC Closed Slot PVC Narrow Slot

Betaduct PVC cable trunking is the ideal solution for general 
applications where cable management is required, and cable 
protection is essential. 

This impact resistant, self-extinguishing PVC trunking provides fast 
and tidy routing of cables with a high level of mechanical protection, 
making it ideal for use in control panels, switchboards, production 
plants and other demanding environments.

Features an innovative design for quick and simple installation.PVC Solid Wall

the betaduct pvc trunking range

TAKE A LOOK AT THESE KEY FEATURES
• Lightweight and self-extinguishing

• Excellent rigidity and performance characteristics

• Easy installation

• Break points on fingers and base

• Secure clip on lid

• Supplied in 2m lengths

• Spare lids available

SPECIFICATION
Material   Rigid PVC 9051 LF

Colour   Grey RAL7030, Black RAL9005

                                                   Blue RAL5015, White RAL9010

Operating Temp   -5˚C to +60˚C

Volume Resistivity   1 E15  Ohm. cm

Dielectric Strength   15kV/mm

Flame Resistance   V0 UL94

Tensile Strength   >40 MPa

Ultimate Elongation   >160%

Weather Resistance   Good

Stabilisation   Calcium / Zinc

Glow Wire Flammability      +960°C | EN 60695-2-11

UL Recognised    UL 1565 | E509564

CSA Recognised    CSA-C22.2 No. 18.5 | E509564

Design                                       EN50085-1 & EN50085-2-3

UK: 01582 606033  |  Export: +44 1727 849 869  |  sales@cablecraft.co.uk  |  cablecraft.co.uk
Huge stock availability ready for next working day UK delivery when ordered before 3pm

“Fantastic service and 
products.”

4.8/5

Over 30 years
industry experience

Next Day Delivery
as standard to UK mainland*

Platinum Trusted
feefo service award

Betaduct PVC Open Slot Cable Trunking  |  05

BETADUCT. SIMPLY TRUNKING. MADE GREAT.
Betaduct PVC Open Slot

Part Number Nominal External (mm)
Lengths 
per pack

Base 
Punching

Qty Per 
Pack (m)

Grey Black Blue Height Width

10450022Y 09810000Y 37.5 25 12 1 Row 24

10450023Y 09130000Y 09136000Y 50 25 12 1 Row 24

10450024Y 09140000Y 09146000Y 75 25 8 1 Row 16

10450032Y 09840000Y 37.5 37.5 12 1 Row 24

10450033Y 09850000Y 50 37.5 8 1 Row 16

10450034Y 09860000Y 75 37.5 8 1 Row 16

10450052Y 37.5 50 8 1 Row 16

09890000Y 37.5 50 12 1 Row 24

10450053Y 09160000Y 09166000Y 50 50 8 1 Row 16

10450054Y 09170000Y 09176000Y 75 50 8  1 Row 16

10450055Y 09920000Y 100 50 4 1 Row 8

10450073Y 09940000Y 50 75 8 3 Row 16

10450074Y 09190000Y 09196000Y 75 75 8 3 Row 16

10450075Y 09960000Y 100 75 4 2 Row 8

10450103Y 09980000Y 50 100 4 3 Row 8

10450104Y 09990000Y 75 100 4 3 Row 8

10450105Y 10000000Y 100 100 4 2 Row 8

10450124Y 09410000Y 75 125 4 3 Row 8

10450155Y 10020000Y 100 150 4 2 Row 8

                                                                                    GGGGFFFF----DDDDIIIINNNN----AAAA11112222////8888

RoHSL F

010013

GF-DIN-A12/8 37,5x  25 35,5 23 44 36 30

GF-DIN-A12/8 37,5x  37,5 35,5 35,5 74 61 51

GF-DIN-A12/8 37,5x  50 35,5 48 105 86 72

GF-DIN-A12/8 50   x   25 48 23 62 51 42

GF-DIN-A12/8 50   x   37,5 48 35,5 104 85 71

GF-DIN-A12/8 50   x   50 48 48 146 120 100

GF-DIN-A12/8 50   x   75 48 73 230 189 158

GF-DIN-A12/8 50   x 100 48 98 315 259 216

GF-DIN-A12/8 75   x   25 73 25 101 83 69

GF-DIN-A12/8 75   x   37,5 73 35,5 161 132 111

GF-DIN-A12/8 75   x   50 73 48 227 186 156

GF-DIN-A12/8 75   x   75 73 73 358 294 246

GF-DIN-A12/8 75   x 100 73 98 489 402 336

GF-DIN-A12/8 75   x 125 73 123 620 509 426

GF-DIN-A12/8 100x   50 100 48 304 250 209

GF-DIN-A12/8 100x   75 100 73 484 398 333

VII/20
66

 
Material:                               Rigid PVC quality 9051 LF 
Colours:                               all colors 
Operating temperatures:   -5 to +65°C  
Volume resistivity:              1015 Ω.cm  
Dielectric strength:             15kV/mm  
Flame resistance:                V0 UL94 
Standard length:                  2 meters  
Double sided adhesive:     upon request  
Minimum delivery:              1 complete packing  
                                              (with lids)  

GF-DIN-A12/8

Cable trunking SES  
with slots and base punching

Example color:

Colours:
grey black

W

H

❉

 
 
 
type

outside dim. cables per trunking 
(filling 50 %)

H 
mm

W 
mm

1  
mm2

1,5  
mm2

2,5  
mm2



UK: 01582 606033  |  Export: +44 1727 849 869  |  sales@cablecraft.co.uk  |  cablecraft.co.uk
Huge stock availability ready for next working day UK delivery when ordered before 3pm

06  |  Betaduct PVC Closed Slot Cable Trunking

BETADUCT. SIMPLY TRUNKING. MADE GREAT.
Betaduct PVC Closed Slot

Part Number Nominal External (mm)
Lengths 
per pack

Base 
Punching

Qty Per 
Pack (m)

Grey Black Height Width

10460022Y 09510000Y 37.5 25 12 1 Row 24

10460023Y 09030000Y 50 25 12 1 Row 24

10460024Y 09040000Y 75 25 8 1 Row 16

10460032Y 09540000Y 37.5 37.5 12 1 Row 24

10460033Y 09550000Y 50 37.5 8 1 Row 16

10460034Y 09560000Y 75 37.5 8 1 Row 16

10460052Y 09590000Y 37.5 50 12 1 Row 24

10460053Y 09060000Y 50 50 8 1 Row 16

10460054Y 09070000Y 75 50 8 1 Row 16

10460055Y 100 50 4 1 Row 8

10460073Y 09640000Y 50 75 8 2 Row 16

10460074Y 09090000Y 75 75 8 2 Row 16

10460075Y 100 75 4 3 Row 8

10460103Y 50 100 4 2 Row 8

10460104Y 75 100 4 2 Row 8

10460105Y 100 100 4 3 Row 8

10460124Y 09400000Y 75 125 4 2 Row 8

10460155Y 100 150 4 3 Row 8

                                                                                    GGGGFFFF----DDDDIIIINNNN----AAAA11112222////8888

RoHSL F

010013

GF-DIN-A12/8 37,5x  25 35,5 23 44 36 30

GF-DIN-A12/8 37,5x  37,5 35,5 35,5 74 61 51

GF-DIN-A12/8 37,5x  50 35,5 48 105 86 72

GF-DIN-A12/8 50   x   25 48 23 62 51 42

GF-DIN-A12/8 50   x   37,5 48 35,5 104 85 71

GF-DIN-A12/8 50   x   50 48 48 146 120 100

GF-DIN-A12/8 50   x   75 48 73 230 189 158

GF-DIN-A12/8 50   x 100 48 98 315 259 216

GF-DIN-A12/8 75   x   25 73 25 101 83 69

GF-DIN-A12/8 75   x   37,5 73 35,5 161 132 111

GF-DIN-A12/8 75   x   50 73 48 227 186 156

GF-DIN-A12/8 75   x   75 73 73 358 294 246

GF-DIN-A12/8 75   x 100 73 98 489 402 336

GF-DIN-A12/8 75   x 125 73 123 620 509 426

GF-DIN-A12/8 100x   50 100 48 304 250 209

GF-DIN-A12/8 100x   75 100 73 484 398 333

VII/20
66

 
Material:                               Rigid PVC quality 9051 LF 
Colours:                               all colors 
Operating temperatures:   -5 to +65°C  
Volume resistivity:              1015 Ω.cm  
Dielectric strength:             15kV/mm  
Flame resistance:                V0 UL94 
Standard length:                  2 meters  
Double sided adhesive:     upon request  
Minimum delivery:              1 complete packing  
                                              (with lids)  

GF-DIN-A12/8

Cable trunking SES  
with slots and base punching

Example color:

Colours:
grey black

W

H

❉

 
 
 
type

outside dim. cables per trunking 
(filling 50 %)

H 
mm

W 
mm

1  
mm2

1,5  
mm2

2,5  
mm2

Betaduct PVC Narrow Slot Cable Trunking  |  07

BETADUCT. SIMPLY TRUNKING. MADE GREAT.
Betaduct PVC Narrow Slot

Part Number Nominal External (mm) Lengths 
per pack

Base 
Punching

Qty Per 
Pack (m)

Grey Black White Height Width

10470022Y 10490022Y 23630400Y 37.5 25 12 1 Row 24

10470023Y 10490023Y 23630500Y 50 25 12 1 Row 24

10470024Y 10490024Y 23630600Y 75 25 8 1 Row 16

10470032Y 10490032Y 37.5 37.5 12 1 Row 24

10470033Y 10490033Y 23631000Y 50 37.5 8 1 Row 16

10470034Y 10490034Y 23631100Y 75 37.5 8 1 Row 16

10470052Y 10490052Y 37.5 50 8 1 Row 16

10470053Y 10490053Y 23631500Y 50 50 8 1 Row 16

10470054Y 10490054Y 23631600Y 75 50 8 1 Row 16

10470055Y 23631700Y 100 50 4 1 Row 8

10490055Y 100 50 8 1 Row 16

10470073Y 10490073Y 23631900Y 50 75 8 3 Row 16

10470074Y 10490074Y 23632000Y 75 75 8 3 Row 16

10470075Y 10490075Y 23632100Y 100 75 4 3 Row 8

10470103Y 10490103Y 50 100 4 3 Row 8

10470104Y 10490104Y 75 100 4 3 Row 8

10470105Y 10490105Y 23632600Y 100 100 4 3 Row 8

                                                                                    GGGGFFFF----DDDDIIIINNNN----AAAA11112222////8888

RoHSL F

010013

GF-DIN-A12/8 37,5x  25 35,5 23 44 36 30

GF-DIN-A12/8 37,5x  37,5 35,5 35,5 74 61 51

GF-DIN-A12/8 37,5x  50 35,5 48 105 86 72

GF-DIN-A12/8 50   x   25 48 23 62 51 42

GF-DIN-A12/8 50   x   37,5 48 35,5 104 85 71

GF-DIN-A12/8 50   x   50 48 48 146 120 100

GF-DIN-A12/8 50   x   75 48 73 230 189 158

GF-DIN-A12/8 50   x 100 48 98 315 259 216

GF-DIN-A12/8 75   x   25 73 25 101 83 69

GF-DIN-A12/8 75   x   37,5 73 35,5 161 132 111

GF-DIN-A12/8 75   x   50 73 48 227 186 156

GF-DIN-A12/8 75   x   75 73 73 358 294 246

GF-DIN-A12/8 75   x 100 73 98 489 402 336

GF-DIN-A12/8 75   x 125 73 123 620 509 426

GF-DIN-A12/8 100x   50 100 48 304 250 209

GF-DIN-A12/8 100x   75 100 73 484 398 333

VII/20
66

 
Material:                               Rigid PVC quality 9051 LF 
Colours:                               all colors 
Operating temperatures:   -5 to +65°C  
Volume resistivity:              1015 Ω.cm  
Dielectric strength:             15kV/mm  
Flame resistance:                V0 UL94 
Standard length:                  2 meters  
Double sided adhesive:     upon request  
Minimum delivery:              1 complete packing  
                                              (with lids)  

GF-DIN-A12/8

Cable trunking SES  
with slots and base punching

Example color:

Colours:
grey black

W

H

❉

 
 
 
type

outside dim. cables per trunking 
(filling 50 %)

H 
mm

W 
mm

1  
mm2

1,5  
mm2

2,5  
mm2

Over 30 years
industry experience

Next Day Delivery
as standard to UK mainland*

Platinum Trusted
feefo service award



UK: 01582 606033  |  Export: +44 1727 849 869  |  sales@cablecraft.co.uk  |  cablecraft.co.uk
Huge stock availability ready for next working day UK delivery when ordered before 3pm

08  |  Betaduct PVC Solid Wall Cable Trunking

BETADUCT. SIMPLY TRUNKING. MADE GREAT.
Betaduct PVC Solid Wall

Part Number Nominal External (mm)
Lengths per 

pack
Base 

Punching
Qty Per 

Pack (m)
Grey Black Height Width

10480021Y 25 25 12 1 Row 24

10480022Y 10110000Y 37.5 25 12 1 Row 24

10480023Y 09230000Y 50 25 12 1 Row 24

09240000Y 75 25 8 1 Row 16

10480032Y 10140000Y 37.5 37.5 12 1 Row 24

10480033Y 10150000Y 50 37.5 8 1 Row 16

10160000Y 75 37.5 8 1 Row 16

10480052Y 10190000Y 37.5 50 12 1 Row 24

10480053Y 09260000Y 50 50 8 1 Row 16

10480054Y 09270000Y 75 50 8 1 Row 16

10480055Y 10220000Y 100 50 4 1 Row 8

10480073Y 10240000Y 50 75 8 3 Row 16

10480074Y 09290000Y 75 75 8 3 Row 16

10480075Y 10260000Y 100 75 4 3 Row 8

10480103Y 10280000Y 50 100 4 3 Row 8

10480104Y 10290000Y 75 100 4 3 Row 8

10480105Y 10300000Y 100 100 4 3 Row 8

10480124Y 09420000Y 75 125 4 3 Row 8

                                                                                    GGGGFFFF----DDDDIIIINNNN----AAAA11112222////8888

RoHSL F

010013

GF-DIN-A12/8 37,5x  25 35,5 23 44 36 30

GF-DIN-A12/8 37,5x  37,5 35,5 35,5 74 61 51

GF-DIN-A12/8 37,5x  50 35,5 48 105 86 72

GF-DIN-A12/8 50   x   25 48 23 62 51 42

GF-DIN-A12/8 50   x   37,5 48 35,5 104 85 71

GF-DIN-A12/8 50   x   50 48 48 146 120 100

GF-DIN-A12/8 50   x   75 48 73 230 189 158

GF-DIN-A12/8 50   x 100 48 98 315 259 216

GF-DIN-A12/8 75   x   25 73 25 101 83 69

GF-DIN-A12/8 75   x   37,5 73 35,5 161 132 111

GF-DIN-A12/8 75   x   50 73 48 227 186 156

GF-DIN-A12/8 75   x   75 73 73 358 294 246

GF-DIN-A12/8 75   x 100 73 98 489 402 336

GF-DIN-A12/8 75   x 125 73 123 620 509 426

GF-DIN-A12/8 100x   50 100 48 304 250 209

GF-DIN-A12/8 100x   75 100 73 484 398 333

VII/20
66

 
Material:                               Rigid PVC quality 9051 LF 
Colours:                               all colors 
Operating temperatures:   -5 to +65°C  
Volume resistivity:              1015 Ω.cm  
Dielectric strength:             15kV/mm  
Flame resistance:                V0 UL94 
Standard length:                  2 meters  
Double sided adhesive:     upon request  
Minimum delivery:              1 complete packing  
                                              (with lids)  

GF-DIN-A12/8

Cable trunking SES  
with slots and base punching

Example color:

Colours:
grey black

W

H

❉

 
 
 
type

outside dim. cables per trunking 
(filling 50 %)

H 
mm

W 
mm

1  
mm2

1,5  
mm2

2,5  
mm2

Betaduct. Simply trunking. made great.

THE SAME GREAT QUALITY
• RoHS, CSA, UL, REACH, London 

Underground & Network Rail   
approvals where applicable

• Lightweight and self-extinguishing

• PVC, Halogen Free and LFH Noryl 
material ranges available

Product Enhancements
• Innovative design for quick 

and simple installation

• Easy lid fitting with alignment 
guides and excellent hold

• Clean break points on fingers 
and base where applicable

• High grade materials

 STOCK & Product Range
• We’ve extended our product 

range to suit the everyday 
project type

• A wide range of stock, readily   
available for same day 
dispatch

Pricing
• Re-engineered, competitive 

pricing structure across the 
range

ORDERING & DELIVERY
• Free delivery on UK mainland 

online orders over £75

• International shipping with 
same day dispatch

• Next working day UK delivery 
when you order before 3pm, 
Mon-Fri

• 24/7 easy online ordering

3

3



10  |  Betaduct PVC Metric Cable Trunking Range (Grey)

UK: 01582 606033  |  Export: +44 1727 849 869  |  sales@cablecraft.co.uk  |  cablecraft.co.uk
Huge stock availability ready for next working day UK delivery when ordered before 3pm

Take a closer look at the...
Betaduct PVC Metric Trunking

RoHS
Compliant

PVC Metric Open Slot PVC Metric Narrow Slot

Betaduct PVC metric cable trunking is the ideal solution for general applications where cable management 
is required, and cable protection is essential. 

This impact resistant, self-extinguishing PVC trunking provides fast and tidy routing of cables with a high 
level of mechanical protection, making it ideal for use in control panels, switchboards, production plants 
and other demanding environments.

Features an innovative design for quick and simple installation.

the betaduct pvc METRIC trunking range

TAKE A LOOK AT THESE KEY FEATURES
• Lightweight and self-extinguishing

• Excellent rigidity and performance characteristics

• Easy installation

• Break points on fingers and base

• Secure clip on lid

• Spare lids available

SPECIFICATION
Material   Self Extinguishing PVC

Colour   Grey RAL7030

Operating Temp   -15˚C to +60˚C

Flammability Rating              UL94 V-0

Tensile Strength                     To yield point 46.2 MPa

                                                    Ultimate 37.3 MPa

Elongation                               To yield point 25%

Standards                                 RoHS 2 compliant, UL94 V-0, A                               

                                                    Norme   EN50084-2-3, CSA, UR, 

                                                    RINA, CE marked
“Fantastic service and 
products.”

4.8/5

Range (Grey)

Betaduct PVC Metric Open Slot Cable Trunking (Grey)  |  11

BETADUCT. SIMPLY TRUNKING. MADE GREAT.
Betaduct PVC Metric Open Slot

Part 
Number

Nominal 
External 

(mm)
Lengths 
Per Pack

Qty Per 
Pack 
(m)Grey H W

10430021 30 25 40 80

10430022 40 25 30 60

10430023 60 25 20 40

10430024 80 25 16 32

10430025 100 25 12 24

10430031 30 40 24 48

10430032 40 40 20 40

10430033 60 40 18 36

10430034 80 40 12 24

10430045 100 40 8 16

10430062 40 60 12 24

10430063 60 60 12 24

10430064 80 60 12 24

10430065 100 60 8 16

10430082 40 80 12 24

10430083 60 80 12 24

                                                                                    GGGGFFFF----DDDDIIIINNNN----AAAA11112222////8888

RoHSL F

010013

GF-DIN-A12/8 37,5x  25 35,5 23 44 36 30

GF-DIN-A12/8 37,5x  37,5 35,5 35,5 74 61 51

GF-DIN-A12/8 37,5x  50 35,5 48 105 86 72

GF-DIN-A12/8 50   x   25 48 23 62 51 42

GF-DIN-A12/8 50   x   37,5 48 35,5 104 85 71

GF-DIN-A12/8 50   x   50 48 48 146 120 100

GF-DIN-A12/8 50   x   75 48 73 230 189 158

GF-DIN-A12/8 50   x 100 48 98 315 259 216

GF-DIN-A12/8 75   x   25 73 25 101 83 69

GF-DIN-A12/8 75   x   37,5 73 35,5 161 132 111

GF-DIN-A12/8 75   x   50 73 48 227 186 156

GF-DIN-A12/8 75   x   75 73 73 358 294 246

GF-DIN-A12/8 75   x 100 73 98 489 402 336

GF-DIN-A12/8 75   x 125 73 123 620 509 426

GF-DIN-A12/8 100x   50 100 48 304 250 209

GF-DIN-A12/8 100x   75 100 73 484 398 333

VII/20
66

 
Material:                               Rigid PVC quality 9051 LF 
Colours:                               all colors 
Operating temperatures:   -5 to +65°C  
Volume resistivity:              1015 Ω.cm  
Dielectric strength:             15kV/mm  
Flame resistance:                V0 UL94 
Standard length:                  2 meters  
Double sided adhesive:     upon request  
Minimum delivery:              1 complete packing  
                                              (with lids)  

GF-DIN-A12/8

Cable trunking SES  
with slots and base punching

Example color:

Colours:
grey black

W

H

❉

 
 
 
type

outside dim. cables per trunking 
(filling 50 %)

H 
mm

W 
mm

1  
mm2

1,5  
mm2

2,5  
mm2

Over 30 years
industry experience

Next Day Delivery
as standard to UK mainland*

Platinum Trusted
feefo service award

Part 
Number

Nominal 
External 

(mm)
Lengths 
Per Pack

Qty Per 
Pack 
(m)Grey H W

10430084 80 80 12 24

10430085 100 80 8 16

10430102 40 100 8 16

10430103 60 100 10 20

10430104 80 100 8 16

10430105 100 100 8 16

10430107 150 100 4 8

10430122 40 120 10 20

10430123 60 120 8 16

10430124 80 120 8 16

10430125 100 120 4 8

10430127 80 150 6 12

10430128 100 150 4 8

10430129 60 200 4 8

10430130 80 200 4 8

10430131 100 200 4 8



12  |  Betaduct PVC Metric Narrow Cable Trunking (Grey)

BETADUCT. SIMPLY TRUNKING. MADE GREAT.
Betaduct PVC Metric Narrow Slot

                                                                                    GGGGFFFF----DDDDIIIINNNN----AAAA11112222////8888

RoHSL F

010013

GF-DIN-A12/8 37,5x  25 35,5 23 44 36 30

GF-DIN-A12/8 37,5x  37,5 35,5 35,5 74 61 51

GF-DIN-A12/8 37,5x  50 35,5 48 105 86 72

GF-DIN-A12/8 50   x   25 48 23 62 51 42

GF-DIN-A12/8 50   x   37,5 48 35,5 104 85 71

GF-DIN-A12/8 50   x   50 48 48 146 120 100

GF-DIN-A12/8 50   x   75 48 73 230 189 158

GF-DIN-A12/8 50   x 100 48 98 315 259 216

GF-DIN-A12/8 75   x   25 73 25 101 83 69

GF-DIN-A12/8 75   x   37,5 73 35,5 161 132 111

GF-DIN-A12/8 75   x   50 73 48 227 186 156

GF-DIN-A12/8 75   x   75 73 73 358 294 246

GF-DIN-A12/8 75   x 100 73 98 489 402 336

GF-DIN-A12/8 75   x 125 73 123 620 509 426

GF-DIN-A12/8 100x   50 100 48 304 250 209

GF-DIN-A12/8 100x   75 100 73 484 398 333

VII/20
66

 
Material:                               Rigid PVC quality 9051 LF 
Colours:                               all colors 
Operating temperatures:   -5 to +65°C  
Volume resistivity:              1015 Ω.cm  
Dielectric strength:             15kV/mm  
Flame resistance:                V0 UL94 
Standard length:                  2 meters  
Double sided adhesive:     upon request  
Minimum delivery:              1 complete packing  
                                              (with lids)  

GF-DIN-A12/8

Cable trunking SES  
with slots and base punching

Example color:

Colours:
grey black

W

H

❉

 
 
 
type

outside dim. cables per trunking 
(filling 50 %)

H 
mm

W 
mm

1  
mm2

1,5  
mm2

2,5  
mm2

UK: 01582 606033  |  Export: +44 1727 849 869  |  sales@cablecraft.co.uk  |  cablecraft.co.uk
Huge stock availability ready for next working day UK delivery when ordered before 3pm

Part 
Number

Nominal 
External 

(mm)
Lengths 
Per Pack

Qty Per 
Pack 
(m)Grey H W

10440011 17 15 60 120

10440012 30 15 48 96

10440013 40 15 36 72

10440021 30 25 40 80

10440022 40 25 30 60

10440023 60 25 20 40

10440024 80 25 16 32

10440025 100 25 12 24

10440032 40 40 20 40

10440033 60 40 18 36

10440034 80 40 12 24

10440045 100 40 8 16

10440062 40 60 12 24

10440063 60 60 12 24

10440064 80 60 12 24

10440065 100 60 8 16

Part 
Number

Nominal 
External 

(mm)
Lengths 
Per Pack

Qty Per 
Pack 
(m)Grey H W

10440082 40 80 12 24

10440083 60 80 12 24

10440084 80 80 12 24

10440085 100 80 8 16

10440103 60 100 10 20

10440104 80 100 8 16

10440105 100 100 8 16

10440123 60 120 8 16

10440124 80 120 8 16

Betaduct PVC Metric Trunking Range (Blue)  |  13

Take a closer look at the...
Betaduct PVC Metric Trunking

PVC Metric Narrow Slot

Range (Blue)

Betaduct PVC metric cable trunking is the ideal solution for general applications where cable management 
is required, and cable protection is essential. 

This impact resistant, self-extinguishing PVC trunking provides fast and tidy routing of cables with a high 
level of mechanical protection, making it ideal for use in control panels, switchboards, production plants 
and other demanding environments.

Features an innovative design for quick and simple installation.

the betaduct pvc METRIC trunking range

TAKE A LOOK AT THESE KEY FEATURES
• Lightweight and self-extinguishing

• Excellent rigidity and performance characteristics

• Easy installation

• Break points on fingers and base

• Secure clip on lid

• Supplied in 2m lengths

• Spare lids available

SPECIFICATION
Material   Rigid PVC 9051 LF

Colour   Blue RAL5015

Operating Temp   -5˚C to +60˚C

Volume Resistivity   1 E15  Ohm. cm

Dielectric Strength   15kV/mm

Flame Resistance   V0 UL94

Tensile Strength   >40 MPa

Ultimate Elongation   >160%

Weather Resistance   Good

Stabilisation   Calcium / Zinc

Glow Wire Flammability      +960°C | EN 60695-2-11

UL Recognised    UL 1565 | E509564

CSA Recognised    CSA-C22.2 No. 18.5 | E509564

Design                                       EN50085-1 & EN50085-2-3

“Fantastic service and 
products.”

4.8/5

RoHS
Compliant

REACH

Over 30 years
industry experience

Next Day Delivery
as standard to UK mainland*

Platinum Trusted
feefo service award



14  |  Betaduct PVC Metric Narrow Cable Trunking (Blue)

BETADUCT. SIMPLY TRUNKING. MADE GREAT.
Betaduct PVC Metric Narrow Slot

Part Number Nominal External (mm)
Lengths per 

pack
Qty Per 

Pack (m)
Blue Height Width

104760024Y 40 25 24 48

104760032Y 30 25 24 48

104760036Y 60 30 12 24

104760038Y 80 30 8 16

104760046Y 60 40 8 16

104760048Y 80 40 8 16

104760066Y 60 60 8 16

104760068Y 80 60 8 16

104760086Y 60 80 12 24

104760088Y 80 80 8 16

1047601010Y 100 100 4 8

104760610Y 100 60 8 16

104760108Y 80 100 4 8

104760810Y 100 80 4 8

                                                                                    GGGGFFFF----DDDDIIIINNNN----AAAA11112222////8888

RoHSL F

010013

GF-DIN-A12/8 37,5x  25 35,5 23 44 36 30

GF-DIN-A12/8 37,5x  37,5 35,5 35,5 74 61 51

GF-DIN-A12/8 37,5x  50 35,5 48 105 86 72

GF-DIN-A12/8 50   x   25 48 23 62 51 42

GF-DIN-A12/8 50   x   37,5 48 35,5 104 85 71

GF-DIN-A12/8 50   x   50 48 48 146 120 100

GF-DIN-A12/8 50   x   75 48 73 230 189 158

GF-DIN-A12/8 50   x 100 48 98 315 259 216

GF-DIN-A12/8 75   x   25 73 25 101 83 69

GF-DIN-A12/8 75   x   37,5 73 35,5 161 132 111

GF-DIN-A12/8 75   x   50 73 48 227 186 156

GF-DIN-A12/8 75   x   75 73 73 358 294 246

GF-DIN-A12/8 75   x 100 73 98 489 402 336

GF-DIN-A12/8 75   x 125 73 123 620 509 426

GF-DIN-A12/8 100x   50 100 48 304 250 209

GF-DIN-A12/8 100x   75 100 73 484 398 333

VII/20
66

 
Material:                               Rigid PVC quality 9051 LF 
Colours:                               all colors 
Operating temperatures:   -5 to +65°C  
Volume resistivity:              1015 Ω.cm  
Dielectric strength:             15kV/mm  
Flame resistance:                V0 UL94 
Standard length:                  2 meters  
Double sided adhesive:     upon request  
Minimum delivery:              1 complete packing  
                                              (with lids)  

GF-DIN-A12/8

Cable trunking SES  
with slots and base punching

Example color:

Colours:
grey black

W

H

❉

 
 
 
type

outside dim. cables per trunking 
(filling 50 %)

H 
mm

W 
mm

1  
mm2

1,5  
mm2

2,5  
mm2

UK: 01582 606033  |  Export: +44 1727 849 869  |  sales@cablecraft.co.uk  |  cablecraft.co.uk
Huge stock availability ready for next working day UK delivery when ordered before 3pm

Betaduct. Simply trunking. made great.

So, you get the gist now. It’s the same quality trunking, 

re-engineered to be the perfect choice for every job, big 

or small. And, if we haven’t made it crystal clear, we have a 

wide range of stock available, ready for next working day 

delivery if you order online before 3pm.

(RE)DISCOVER QUALITY TRUNKING 
SOLUTIONS, PERFECT FOR EVERY 
CABLING JOB.

order online at 
cablecraft.co.uk/betaduct

FREE PRODUCT
SAMPLES AVAILABLE



Take a closer look at the...
Betaduct HF Trunking Range

RoHS
Compliant

REACH

PVC Open Slot PVC Closed Slot PVC Narrow Slot

TAKE A LOOK AT THESE KEY FEATURES
• Lightweight and self-extinguishing

• LSOH

• Excellent rigidity and performance characteristics

• Easy installation

• Break points on fingers

• Secure clip on lid

• Supplied in 2m lengths

• Spare lids available

SPECIFICATION
Material   PC/ABS

Colour   Light Grey RAL7035,                                            

                                                   Blue RAL5015

Operating Temp                    -25°C to +90°C

Volume Resistivity                 1 E15 Ohm. cm

Dielectric Strength                35 kV/mm

Flame Resistance                   UL94 V0

Yield Stress                              65 MPa

LOI                                             32%

Halogen Free                           DIN VDE 0472-0815

Glow Wire Flammability       +960°C | EN 60695-2-11

Fire Rating                               According to NFP92-501/507 |                

                                                    M1 UL 1565 | E509564

UL Recognised                        UL 1565 | E509564

CSA Recognised                     CSA-C22.2 No. 18.5 | E509564

Design                                       EN50085-1 & EN50085-2-3

“Fantastic service and 
products.”

4.8/5

Halogen
Free

Betaduct halogen free cable trunking is the ideal solutions for installations where there is risk of fire, and 
where human life is at risk such as in transportation, construction, and public buildings, as it will not release 
any corrosive or toxic gases.

Produced from PC/ABS halogen free certified material and features an innovative design for quick and 
simple installation.

the betaduct hf trunking range

16  |  Betaduct HF Cable Trunking Range

UK: 01582 606033  |  Export: +44 1727 849 869  |  sales@cablecraft.co.uk  |  cablecraft.co.uk
Huge stock availability ready for next working day UK delivery when ordered before 3pm

Betaduct HF Open Slot Cable Trunking  |  17

BETADUCT. SIMPLY TRUNKING. MADE GREAT.
Betaduct HF Open Slot

Part Number Nominal External (mm)
Lengths per 

pack
Base

Punching
Qty Per Pack 

(m)
Light Grey Height Width

20450022H 37.5 25 12 1 Row 24

20450023H 50 25 12 1 Row 24

20450024H 75 25 8 1 Row 16

20450033H 50 37.5 8 1 Row 16

20450034H 75 37.5 8 1 Row 16

20450053H 50 50 8 1 Row 16

20450054H 75 50 8 1 Row 16

20450055H 100 50 4 1 Row 8

20450073H 50 75 8 3 Row 16

20450074H 75 75 8 3 Row 16

20450075H 100 75 4 2 Row 8

20450104H 75 100 4 3 Row 8

20450124H 75 125 4 3 Row 8

                                                                                    GGGGFFFF----DDDDIIIINNNN----AAAA11112222////8888

RoHSL F

010013

GF-DIN-A12/8 37,5x  25 35,5 23 44 36 30

GF-DIN-A12/8 37,5x  37,5 35,5 35,5 74 61 51

GF-DIN-A12/8 37,5x  50 35,5 48 105 86 72

GF-DIN-A12/8 50   x   25 48 23 62 51 42

GF-DIN-A12/8 50   x   37,5 48 35,5 104 85 71

GF-DIN-A12/8 50   x   50 48 48 146 120 100

GF-DIN-A12/8 50   x   75 48 73 230 189 158

GF-DIN-A12/8 50   x 100 48 98 315 259 216

GF-DIN-A12/8 75   x   25 73 25 101 83 69

GF-DIN-A12/8 75   x   37,5 73 35,5 161 132 111

GF-DIN-A12/8 75   x   50 73 48 227 186 156

GF-DIN-A12/8 75   x   75 73 73 358 294 246

GF-DIN-A12/8 75   x 100 73 98 489 402 336

GF-DIN-A12/8 75   x 125 73 123 620 509 426

GF-DIN-A12/8 100x   50 100 48 304 250 209

GF-DIN-A12/8 100x   75 100 73 484 398 333

VII/20
66

 
Material:                               Rigid PVC quality 9051 LF 
Colours:                               all colors 
Operating temperatures:   -5 to +65°C  
Volume resistivity:              1015 Ω.cm  
Dielectric strength:             15kV/mm  
Flame resistance:                V0 UL94 
Standard length:                  2 meters  
Double sided adhesive:     upon request  
Minimum delivery:              1 complete packing  
                                              (with lids)  

GF-DIN-A12/8

Cable trunking SES  
with slots and base punching

Example color:

Colours:
grey black

W

H

❉

 
 
 
type

outside dim. cables per trunking 
(filling 50 %)

H 
mm

W 
mm

1  
mm2

1,5  
mm2

2,5  
mm2

Over 30 years
industry experience

Next Day Delivery
as standard to UK mainland*

Platinum Trusted
feefo service award



BETADUCT. SIMPLY TRUNKING. MADE GREAT.
Betaduct HF Closed Slot

Part Number Nominal External (mm)
Lengths per 

pack
Base 

Punching
Qty Per Pack 

(m)
Light Grey Height Width

20460022H 37.5 25 12 1 Row 24

20460023H 50 25 12 1 Row 24

20460024H 75 25 8 1 Row 16

20460033H 50 37.5 8 1 Row 16

20460034H 75 37.5 8 1 Row 16

20460053H 50 50 8 1 Row 16

20460054H 75 50 8 1 Row 16

20460074H 75 75 8 2 Row 16

20460104H 75 100 4 2 Row 8

                                                                                    GGGGFFFF----DDDDIIIINNNN----AAAA11112222////8888

RoHSL F

010013

GF-DIN-A12/8 37,5x  25 35,5 23 44 36 30

GF-DIN-A12/8 37,5x  37,5 35,5 35,5 74 61 51

GF-DIN-A12/8 37,5x  50 35,5 48 105 86 72

GF-DIN-A12/8 50   x   25 48 23 62 51 42

GF-DIN-A12/8 50   x   37,5 48 35,5 104 85 71

GF-DIN-A12/8 50   x   50 48 48 146 120 100

GF-DIN-A12/8 50   x   75 48 73 230 189 158

GF-DIN-A12/8 50   x 100 48 98 315 259 216

GF-DIN-A12/8 75   x   25 73 25 101 83 69

GF-DIN-A12/8 75   x   37,5 73 35,5 161 132 111

GF-DIN-A12/8 75   x   50 73 48 227 186 156

GF-DIN-A12/8 75   x   75 73 73 358 294 246

GF-DIN-A12/8 75   x 100 73 98 489 402 336

GF-DIN-A12/8 75   x 125 73 123 620 509 426

GF-DIN-A12/8 100x   50 100 48 304 250 209

GF-DIN-A12/8 100x   75 100 73 484 398 333

VII/20
66

 
Material:                               Rigid PVC quality 9051 LF 
Colours:                               all colors 
Operating temperatures:   -5 to +65°C  
Volume resistivity:              1015 Ω.cm  
Dielectric strength:             15kV/mm  
Flame resistance:                V0 UL94 
Standard length:                  2 meters  
Double sided adhesive:     upon request  
Minimum delivery:              1 complete packing  
                                              (with lids)  

GF-DIN-A12/8

Cable trunking SES  
with slots and base punching

Example color:

Colours:
grey black

W

H

❉

 
 
 
type

outside dim. cables per trunking 
(filling 50 %)

H 
mm

W 
mm

1  
mm2

1,5  
mm2

2,5  
mm2

18  |  Betaduct HF Closed Slot Cable Trunking

UK: 01582 606033  |  Export: +44 1727 849 869  |  sales@cablecraft.co.uk  |  cablecraft.co.uk
Huge stock availability ready for next working day UK delivery when ordered before 3pm

Betaduct HF Narrow Slot Cable Trunking  |  19

BETADUCT. SIMPLY TRUNKING. MADE GREAT.
Betaduct HF Narrow Slot

Part Number
Nominal External 

(mm)

Lengths per 
pack

Base 
Punching

Qty Per Pack 
(m)

Light 
Grey

Blue
Light 
Grey

BlueLight Grey Blue Height Width

20470022H 37.5 25 12 1 Row 24

20470023H 50 25 12 1 Row 24

20470024H 75 25 8 1 Row 16

20470032H 37.5 37.5 12 1 Row 24

20470033H 20476033H 50 37.5 8 4 1 Row 16 8

20470034H 20476034H 75 37.5 8 4 1 Row 16 8

20470053H 20476053H 50 50 8 4 1 Row 16 8

20470054H 20476054H 75 50 8 4 1 Row 16 8

20470055H 100 50 4 1 Row 8

20470073H 20476073H 50 75 8 4 2 Row 16 8

20470074H 20476074H 75 75 8 4 2 Row 16 8

20470075H 100 75 4 2 Row 8

20470103H 20476103H 50 100 4 2 2 Row 8 4

20470104H 20476104H 75 100 4 2 2 Row 8 4

20470105H 20476105H 100 100 4 2 2 Row 8 4

                                                                                    GGGGFFFF----DDDDIIIINNNN----AAAA11112222////8888

RoHSL F

010013

GF-DIN-A12/8 37,5x  25 35,5 23 44 36 30

GF-DIN-A12/8 37,5x  37,5 35,5 35,5 74 61 51

GF-DIN-A12/8 37,5x  50 35,5 48 105 86 72

GF-DIN-A12/8 50   x   25 48 23 62 51 42

GF-DIN-A12/8 50   x   37,5 48 35,5 104 85 71

GF-DIN-A12/8 50   x   50 48 48 146 120 100

GF-DIN-A12/8 50   x   75 48 73 230 189 158

GF-DIN-A12/8 50   x 100 48 98 315 259 216

GF-DIN-A12/8 75   x   25 73 25 101 83 69

GF-DIN-A12/8 75   x   37,5 73 35,5 161 132 111

GF-DIN-A12/8 75   x   50 73 48 227 186 156

GF-DIN-A12/8 75   x   75 73 73 358 294 246

GF-DIN-A12/8 75   x 100 73 98 489 402 336

GF-DIN-A12/8 75   x 125 73 123 620 509 426

GF-DIN-A12/8 100x   50 100 48 304 250 209

GF-DIN-A12/8 100x   75 100 73 484 398 333

VII/20
66

 
Material:                               Rigid PVC quality 9051 LF 
Colours:                               all colors 
Operating temperatures:   -5 to +65°C  
Volume resistivity:              1015 Ω.cm  
Dielectric strength:             15kV/mm  
Flame resistance:                V0 UL94 
Standard length:                  2 meters  
Double sided adhesive:     upon request  
Minimum delivery:              1 complete packing  
                                              (with lids)  

GF-DIN-A12/8

Cable trunking SES  
with slots and base punching

Example color:

Colours:
grey black

W

H

❉

 
 
 
type

outside dim. cables per trunking 
(filling 50 %)

H 
mm

W 
mm

1  
mm2

1,5  
mm2

2,5  
mm2

Over 30 years
industry experience

Next Day Delivery
as standard to UK mainland*

Platinum Trusted
feefo service award



Take a closer look at the...
Betaduct LFH Noryl Trunking 

RoHS
Compliant

Halogen
Free

REACH

LFH Noryl Open Slot LFH Noryl Closed Slot LFH Noryl Solid Wall

TAKE A LOOK AT THESE KEY FEATURES
• Lightweight and self-extinguishing

• LSOH

• Excellent rigidity and performance characteristics

• Easy installation

• Break points on fingers

• Secure clip on lid

• Supplied in 2m lengths

• Spare lids available

SPECIFICATION
Material        Noryl NH6010B Resin

Colour        Black RAL9004

Operating Temp        -25°C to +120°C

Volume Resistivity        7.6E+17 Ohm. cm

Dielectric Strength        34 kV/mm

Flame Resistance        UL94 V0

Yield Stress                                64 MPa

LOI                                               33%

Glow Wire Flammability          +960°C | EN 60695-2-11

M1 Flame Rating                        NF P 92501

Lateral Flame Spread               20.0 kW/m2

Smoke Density                          ASTM E662

London Underground              Product Registration No. 1107

Design                                           EN50085-1 & EN50085-2-3

“Fantastic service and 
products.”

4.8/5

Betaduct LFH noryl cable trunking is the ideal solution for installations in hazardous applications, and 
where human life is at risk such as in transportation, construction, underground, mass transit, marine, and 
oil and gas due to its halogen free, high heat resistance and very low smoke properties.

Produced from high performance noryl NH6010B material and features an innovative design for quick and 
simple installation. The open slot construction allows for cables to be threaded into and out of the trunking, 
with easy break out points on fingers.

the betaduct LFH Noryl trunking range

20  |  Betaduct LFH Noryl Cable Trunking Range

UK: 01582 606033  |  Export: +44 1727 849 869  |  sales@cablecraft.co.uk  |  cablecraft.co.uk
Huge stock availability ready for next working day UK delivery when ordered before 3pm

Betaduct LFH Noryl Open Slot & Solid Wall Cable Trunking  |  21

BETADUCT. SIMPLY TRUNKING. MADE GREAT.
Betaduct LFH Noryl Open Slot

Betaduct LFH Noryl Solid Wall

                                                                                    GGGGFFFF----DDDDIIIINNNN----AAAA11112222////8888

RoHSL F

010013

GF-DIN-A12/8 37,5x  25 35,5 23 44 36 30

GF-DIN-A12/8 37,5x  37,5 35,5 35,5 74 61 51

GF-DIN-A12/8 37,5x  50 35,5 48 105 86 72

GF-DIN-A12/8 50   x   25 48 23 62 51 42

GF-DIN-A12/8 50   x   37,5 48 35,5 104 85 71

GF-DIN-A12/8 50   x   50 48 48 146 120 100

GF-DIN-A12/8 50   x   75 48 73 230 189 158

GF-DIN-A12/8 50   x 100 48 98 315 259 216

GF-DIN-A12/8 75   x   25 73 25 101 83 69

GF-DIN-A12/8 75   x   37,5 73 35,5 161 132 111

GF-DIN-A12/8 75   x   50 73 48 227 186 156

GF-DIN-A12/8 75   x   75 73 73 358 294 246

GF-DIN-A12/8 75   x 100 73 98 489 402 336

GF-DIN-A12/8 75   x 125 73 123 620 509 426

GF-DIN-A12/8 100x   50 100 48 304 250 209

GF-DIN-A12/8 100x   75 100 73 484 398 333

VII/20
66

 
Material:                               Rigid PVC quality 9051 LF 
Colours:                               all colors 
Operating temperatures:   -5 to +65°C  
Volume resistivity:              1015 Ω.cm  
Dielectric strength:             15kV/mm  
Flame resistance:                V0 UL94 
Standard length:                  2 meters  
Double sided adhesive:     upon request  
Minimum delivery:              1 complete packing  
                                              (with lids)  

GF-DIN-A12/8

Cable trunking SES  
with slots and base punching

Example color:

Colours:
grey black

W

H

❉

 
 
 
type

outside dim. cables per trunking 
(filling 50 %)

H 
mm

W 
mm

1  
mm2

1,5  
mm2

2,5  
mm2

Part Number Nominal External (mm)
Lengths per 

pack
Base 

Punching
Qty Per Pack 

(m)
Black Height Width

23461000N 37.5 25 12 1 Row 24

23462000N 50 25 12 1 Row 24

23463000N 75 25 8 1 Row 16

23464000N 50 50 8 1 Row 16

23465000N 75 50 8 1 Row 16

23466000N 75 75 8 3 Row 16

Part Number Nominal External (mm)
Lengths per 

pack
Base 

Punching
Qty Per Pack 

(m)
Black Height Width

23471000N 37.5 25 12 1 Row 24

23473000N 75 25 8 1 Row 16

23475000N 75 50 8 1 Row 16

                                                                                    GGGGFFFF----DDDDIIIINNNN----AAAA11112222////8888

RoHSL F

010013

GF-DIN-A12/8 37,5x  25 35,5 23 44 36 30

GF-DIN-A12/8 37,5x  37,5 35,5 35,5 74 61 51

GF-DIN-A12/8 37,5x  50 35,5 48 105 86 72

GF-DIN-A12/8 50   x   25 48 23 62 51 42

GF-DIN-A12/8 50   x   37,5 48 35,5 104 85 71

GF-DIN-A12/8 50   x   50 48 48 146 120 100

GF-DIN-A12/8 50   x   75 48 73 230 189 158

GF-DIN-A12/8 50   x 100 48 98 315 259 216

GF-DIN-A12/8 75   x   25 73 25 101 83 69

GF-DIN-A12/8 75   x   37,5 73 35,5 161 132 111

GF-DIN-A12/8 75   x   50 73 48 227 186 156

GF-DIN-A12/8 75   x   75 73 73 358 294 246

GF-DIN-A12/8 75   x 100 73 98 489 402 336

GF-DIN-A12/8 75   x 125 73 123 620 509 426

GF-DIN-A12/8 100x   50 100 48 304 250 209

GF-DIN-A12/8 100x   75 100 73 484 398 333

VII/20
66

 
Material:                               Rigid PVC quality 9051 LF 
Colours:                               all colors 
Operating temperatures:   -5 to +65°C  
Volume resistivity:              1015 Ω.cm  
Dielectric strength:             15kV/mm  
Flame resistance:                V0 UL94 
Standard length:                  2 meters  
Double sided adhesive:     upon request  
Minimum delivery:              1 complete packing  
                                              (with lids)  

GF-DIN-A12/8

Cable trunking SES  
with slots and base punching

Example color:

Colours:
grey black

W

H

❉

 
 
 
type

outside dim. cables per trunking 
(filling 50 %)

H 
mm

W 
mm

1  
mm2

1,5  
mm2

2,5  
mm2

Over 30 years
industry experience

Next Day Delivery
as standard to UK mainland*

Platinum Trusted
feefo service award



BETADUCT. SIMPLY TRUNKING. MADE GREAT.
Betaduct LFH Noryl Closed Slot

                                                                                    GGGGFFFF----DDDDIIIINNNN----AAAA11112222////8888

RoHSL F

010013

GF-DIN-A12/8 37,5x  25 35,5 23 44 36 30

GF-DIN-A12/8 37,5x  37,5 35,5 35,5 74 61 51

GF-DIN-A12/8 37,5x  50 35,5 48 105 86 72

GF-DIN-A12/8 50   x   25 48 23 62 51 42

GF-DIN-A12/8 50   x   37,5 48 35,5 104 85 71

GF-DIN-A12/8 50   x   50 48 48 146 120 100

GF-DIN-A12/8 50   x   75 48 73 230 189 158

GF-DIN-A12/8 50   x 100 48 98 315 259 216

GF-DIN-A12/8 75   x   25 73 25 101 83 69

GF-DIN-A12/8 75   x   37,5 73 35,5 161 132 111

GF-DIN-A12/8 75   x   50 73 48 227 186 156

GF-DIN-A12/8 75   x   75 73 73 358 294 246

GF-DIN-A12/8 75   x 100 73 98 489 402 336

GF-DIN-A12/8 75   x 125 73 123 620 509 426

GF-DIN-A12/8 100x   50 100 48 304 250 209

GF-DIN-A12/8 100x   75 100 73 484 398 333

VII/20
66

 
Material:                               Rigid PVC quality 9051 LF 
Colours:                               all colors 
Operating temperatures:   -5 to +65°C  
Volume resistivity:              1015 Ω.cm  
Dielectric strength:             15kV/mm  
Flame resistance:                V0 UL94 
Standard length:                  2 meters  
Double sided adhesive:     upon request  
Minimum delivery:              1 complete packing  
                                              (with lids)  

GF-DIN-A12/8

Cable trunking SES  
with slots and base punching

Example color:

Colours:
grey black

W

H

❉

 
 
 
type

outside dim. cables per trunking 
(filling 50 %)

H 
mm

W 
mm

1  
mm2

1,5  
mm2

2,5  
mm2

Part Number Nominal External (mm)
Lengths per 

pack
Base 

Punching
Qty Per Pack 

(m)
Black Height Width

23451000N 37.5 25 12 1 Row 24

23452000N 50 25 12 1 Row 24

23453000N 75 25 8 1 Row 16

23454000N 50 50 8  1 Row 16

23455000N 75 50 8 1 Row 16

23456000N 75 75 8 3 Row 16

Betaduct. Simply trunking. made great.

*With a wide range of stock availability, our Betaduct 
trunking is ready for next working day UK mainland 
delivery when you order online before 3pm.

UK: 01582 606033  |  Export: +44 1727 849 869  |  sales@cablecraft.co.uk  |  cablecraft.co.uk
Huge stock availability ready for next working day UK delivery when ordered before 3pm

22  |  Betaduct LFH Noryl Closed Slot Cable Trunking Betaduct Trunking Accessories  |  23

YOU MIGHT ALSO NEED...
Betaduct Trunking Accessories

Part No: EDC1

Betaduct Trunking Cutting Tool

• Cuts up to W: 50mm
• Weight 455g

Part No: BETADUCT-CUTTER

Betaduct Trunking Cutting Tool

• Cuts up to W: 125mm
• Weight 10.5Kg

Part No: EDC 2

Betaduct Trunking Cutting Tool

• Cuts up to W: 110mm
• Weight 320g

Part No: 1857

Betaduct Trunking Cutting Tool

• Ideal for cutting slots in cable 
trunking

Part No: 10440000

Betaduct Insulating Washers

• Black
• Pack of 50

Part No: RC1

Narrow Trunking Retaining Clip

• 53mm x 66mm
• Pack of 50

Part No: BC1

Narrow Trunking HF Bridge Clip

• 22.5mm x 105mm
• Pack of 50

Part No: DUCTAFIX R4 or R6

Betaduct Trunking Rivets

• 4mm (R4)
• 6mm (R6)

Part No: LH1

Narrow Trunking Label Holder

• 25.5mm x 13mm
• Pack of 50

Part No: LH2

Narrow Trunking Label Holder

• 38mm x 19mm
• Pack of 50

Part No: BC2

Narrow Trunking HF Bridge Clip

• 24mm x 108mm
• Pack of 50

Part No: RT4 or RT6

Betaduct Trunking Rivet Tools

• 4.5mm (RT4)
• 6.5mm (RT6)

Over 30 years
industry experience

Next Day Delivery
as standard to UK mainland*

Platinum Trusted
feefo service award
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shoal-group.com cablecraft.co.uk
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Betaduct. Simply trunking. made great.

FREE PRODUCT
SAMPLES AVAILABLE

next day delivery
Next working day delivery. 
Order online by 3pm.

pricing
Re-engineered competitive 
pricing across the range.

Product Enhancements
Innovative design for quick 
and simple installation.

sTOCK
A wide range of stock readily 
available for same day dispatch.


